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226/7 Aluminium Glazing Bar System

For use with Multiwall Polycarbonate Sheet
in Pitched Roofglazing Applications

For installing multiwall polycarbonate sheet thicknesses from 4mm to 20mm.

&) Base Bar Ref 227 with 226G Gasket fitted. Spans up to
1500mm unsupported.

& Screw-on Aluminium Cap Raf 226 with 226G Gasket fitted.
Cap should be fixed down with screws no more than 400mm
apart.

&) Push-fit Polycarbonate Stop End Plate Ref 226EP for a neat
finish.

@ Side Trim Ref 272 for use with 10mm glazing sheet - also
available for 16mm and 20mm sheet thicknesses.

@ Anti-Dust Tape Ref 4840. Use at eaves (gutter) ends of

multiwall sheet to help prevent dust entry, whilst allowing
condensation drainage. 25mm wide for sheet 4mm-8mm
thick; 38mm wide for sheet 10mm-20mm thick.

@ Sealing Tape Ref 4810. Parmanently closes ridge (top) ends
of multiwall sheet. Should be used in combination with 4840
Tape above. Widths as above.

ﬂ Aluminium ‘U’ Profile Ref 252. Covers and protects Anti-Dust
Tape, whilst giving a rigid and neat finish to the cut sheet edge.

€ Butyl Flashing, Ref 200/10, ensures a weatherproof seal at
the ridge.
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