261 Rafter Gasket System

For use with Multiwall Polycarbonate Sheet
in Pitched Roofglazing Applications

.
¥

@) EFDM 'Rubber’ Rafter Gasket Ref 261. Should be nailed to

rafters through the centre channel, Nails to be 300mm apart.

@ Screw-on Aluminium Capping Bar Ref 228 with 226G Gasket
fittec. Cap should be fixed down with screws no more than
400mm apart.

@ Fush-fit Polycarbonate Stop End Plate Fef 226EF gives a
neat finish,

@ Aluminium Right Angle 'F' Profile Ref 222 supports the sides
of the glazing sheatand weathers the edge of the roof slope.
Should be fixed to barge boards with screws 300mm apart.
Use a spirit level to ensure that the sheet remains level,

@ Nylon Fixing Button (with Foam Washer) Ref 244 for spot
fixing to rafters, purlins, etc, on roofs with-a slope of 10° or
more. Use sharp bits to drill 18mm hole in multiwall sheet.

. Forinstalling multiwall puirem‘honatﬂ‘shmt thicknesses from 4mm to 20mm on wooden rafters.

Do MOT overtighten — it should be possible to just turn the
button by hand. !

@ Anti-Dust Tape Ref 4840. Use at eaves (gutter) ends of
multiwall sheet to help prevent du , whilst allowing
condensation drainage. 25mm wide for she
thick: 38mm wide for sheet 10mm-20mm thick.

@ Aluminium ‘U Profile Ref 252, Covers and protects Anti-Dust
Tape, whilst giving a rigid and neat finish to the cut shest edge.

© Sealing Tape Ref 4810. Fermanently r:ims ridge (top) ends
of multiwall sheet, Should be used in combination with 4840
Tape above. Widths as above.

© Butyl Flashing, Ref 200/10, ensures a weatherproof seal at
the ridge.
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