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600 Structural glazing bar system
For use with multiwall polycarbonate sheet
in pitched roofglazing applications

TR a7 el s e

For instaliing multiwall palycarbonate in 16mm, 20mm and 25mm thicknesses.
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@ Aluminium Base Bar with 280G gasket fitted. Spans up to 3.5m tape, whilst giving a rigid Eﬂpd‘-'mm finish-to the cut sheet edge: \
unsupported. O Installation of an eaves filler helps pravent draughts. Aluminium
€ FYCu underclad tray for base bar, Eaves Filler Ref P2Z85F complete with flexible gasket Ref 280HG.
€ PYCu "snap down’ tap cap. ) Stainless steal self-tapping screws.
© Screw-on polycarbonate Stop End Plate Ref PEOOEPW for a neat {0 Plastic cover cap washers,
finish. (D) Butyl fashing, Ref 200/10, ensures a weatherproof seal.
@ Aluminium Side Trim Ref PEO1/2 available for 16mm and 25 mm (B Sealing Tape Ref 4310, Permanently closes top ends of the
sheet thicknesses. multiveall sheet. Should be used in conjunction with 4844 anti-dust
(@ Anti-Dust Tape Ref 4644, Use at eaves (gutter] ends of multivall tape.

sheet to help prevent dust entry, whilst allowing drainage.
) Aluminium U Profile Ref 263/5. Covers and protects anti-dust

V&han installing multiwall shaet, wa would advise that you refer to the sheet manufacturer’s racommendations in relation to the ratio between shaet thicknesses;
width; the distances for glazing bar centres and sheet axpansion allpwances.
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