
       

       

       

       

       

       

  TRESPA — Rainscreen Cladding Panels and Fixing Systems 

Fitting a rainscreen façade is an option for new build and refurbishment projects.  
Specifiers can choose from a wide range of panel colours and finishes, all of which 
have excellent colour stability and are scratch, wear and impact resistant. 
 
 
 
The complete exterior panel system 
 
 
Twinfix can supply Trespa Meteon external high performance rainscreen cladding 
panels and the required fixing system. 
 
 

·  Transform tired buildings by upgrading the façade 
·  Eliminate the need for painting by fitting panels at soffits and fascias 
·  Choose from a wide selection of colours and finishes 

 
 
All Twinfix installation systems are fully ventilated at upper and lower edges and for 
about 25mm behind the cladding panel.  Some form of water resistant insulation is 
usually positioned immediately adjacent to the internal wall.  This prevents 
moisture problems in the façade structure and keeps local cold bridging to a 
minimum.  This type of ventilated façade provides good levels of internal insulation 
and helps prevent structural corrosion.  The consequent low temperature 
fluctuation means there is little movement of the main load-bearing structure—good 
for the long life of any building. 
 
 
Trespa Meteon is a flat panel based on thermosetting resins that are homogenous, 
reinforced with wood fibre and manufactured under high pressure and high tem-
perature.  Using special techniques the panels have an integrated, decorative 
surface with pigmented resins.  They are used in the following applications:- 
 
 

·  Façade cladding 
·  Fascias and soffits 
·  Shelters and booths 
·  Exterior canopies 
·  Balcony and gallery cladding 
·  Sandwich and single-skin panels as door and infill panels 
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Rear ventilated façade cladding is becoming the popular choice for use 
on renovation projects and new buildings due to the energy savings that 
can be accomplished when using these systems.  Document Part L 
encourages specifiers and owners to choose products that help in-
crease the thermal values throughout buildings.  The choice of Trespa 
Meteon panels installed with a Twinfix fixing system along with an 
exterior insulation layer, enables low U values to be achieved. 
 
 
All our cladding products are offered with a full package of benefits, 
such as design assistance and on-site help where required. 
 
 
The right fixing system for each application 
 
For façade applications, cladding panels can be screwed to timer bat-
tens or riveted to an aluminium subframe.  Screws and rivets are col-
our-coordinated to match the panels.  For more complicated designs, 
an aluminium hidden fix system can be used.  This enables the cladding 
panels to be adjusted where the plane is out of true. 

Screw fixed to timber battens—System TWF 2013 
 

·  Economical and durable 
·  Bio-degradable 

 
 
Rivet fixed to aluminium rails—System TWF 2014 
 

·  Non-combustible system 
·  Rot-proof construction 

 
 
Hidden fix—System TWF 2802 
 

·  Highly engineered 
·  Invisible fixing 
·  Flush and flat finish 

The fixing method affects the final appearance of the clad 
building.  Choosing a hidden fix system will result in a 
shear, smooth façade unobstructed by any fixings at all, 
whilst screws or rivets can help provide different, visible 
features to a building.  All systems employ an open edge 
on the panel joint to help give a geometric feel. 

As our policy is one on continuous improvement, we reserve the right to change specifica-
tions without prior notice.  Any information, recommendation or advise (written or verbal) 
provided by Twinfix is given in good faith and to the best of our knowledge. 

201 Cavendish Place, Birchwood Park, 
Birchwood, Warrington, WA3 6WU. 

 
Telephone:  01925 811311 
Facsimile:  01925 852955 

Email:  enquiries@twinfix.co.uk 
www.twinfix.co.uk 


